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Multi-Cartridge Filter Housings
Industrial Design

EAQ SERIES

EAQ SERIES
Multi-Cartridge Filter Housings
• Economic multi-purpose industrial design, non-ASME designed housings.

•150psig (10.3bar) @ 250°F(121.1°C) design pressure.

•Manufactured to accept multiple 10”, 20”, 30” and 40” cartridge filters.

• Vessels available in stainless steel 304 or 316.

• Available in both v-band and swing bolt closures. 

•Housings accept industry standard SOE and DOE filter cartridge configurations.

•For drawings, flow charts, custom applications and filter cartridge information please visit 

www.fil-trek.com
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Housing Specifications

Inlet/Outlet
1“ to 2.5”

Inlet/Outlet Connection Types
Flange
Female Coupling
Male Coupling
Ferrules
Grooved Fittings (Victaulic)
BSP (British)

Dirty Drain
1/2"NPT

Clean Drain
1/2"NPT

Vent
1/2”NPT

Gauges
1/2” NPT

Multi-Cartridge Filter Housings
4 and 5 Round
Industrial Design

08 SERIES
Fil-Trek’s EAQ series are ideal for use in 
industrial and commercial applications where 
flow rates vary between 20 and 100 GPM. Each 
model is available in both stainless steel 304 and 
316 and has a standard design pressure of 
150psi (10 bar) @ 300°F. 

Each model is standard with the following:
•A choice of v-band or swing bolt closures
•External bead blast finish
•Buna-N gasket
•2 gauge ports
•Universal bottom cups
•Fully welded construction throughout
•DOE filter cartridge configuration

EAQ SERIES

MODEL
SHIPPING
WEIGHT

FLOW
RATE

STANDARD 
INLET/OUTLET

A B C D E

8” HOUSINGS

EAQ08-004-1 126 20 2” FNPT 8” 7” 3” 12” 26 3/4”/20 1/8”

EAQ08-004-2 134 40 2” FNPT 8” 7” 3” 12” 36 3/4”/30 1/8”

EAQ08-004-3 142 60 2” FNPT 8” 7” 3” 12” 46 3/4”/40 1/8”

EAQ08-004-4 150 80 2” FNPT 8” 7” 3” 12” 56 3/4”/50 1/8”

EAQ08-005-1 126 25 2” FNPT 8” 7” 3” 12” 26 3/4”/20 1/8”

EAQ08-005-2 134 50 2” FNPT 8” 7” 3” 12” 36 3/4”/30 1/8”

EAQ08-005-3 142 75 2” FNPT 8” 7” 3” 12” 46 3/4”/40 1/8”

EAQ08-005-4 150 100 2” FNPT 8” 7” 3” 12” 56 3/4”/50 1/8”

mailto:info@fil-trek.com
http://www.fil-trek.com/


S4 EAQ 08 004 4 2P SW - - - -

MATERAL MODEL
HOUSING
DIAMETER

# OF 
FILTERS

FILTER 
LENGTH

CONNECTION TYPE
CLOSURE

STYLE
FINISH LEGS O-RING

FILTER
CONFIG

S4 – 304
EAQ
AQUALINE

08 004 1 – 10
2P (STD)
2” FNPT

SW
SWINGBOLT

S6 - 316 005 2 – 20
1F
1” FLANGED

VB
V-BAND

3 – 30
1T
1” FERRULES

4 – 40
1M
1” MALE NPT

1.5F
1.5” FLANGED

1.5T
1.5” FERRULES

1.5V
1.5” GROOVED FITTINGS

2B
2” BSP NIPPLE

2F
2” FLANGED

2T
2” FERRULES

2V
2” GROOVED FITTINGS

2.5T
2.5” FERRULES

SWING BOLT HOUSINGS OFFER 
AN ADJUSTABLE TOP PLATE TO 
FIT BOTH DOE AND SOE FILTER 

CARTRIDGES
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Multi-Cartridge Filter Housings
4 and 5 Round

Industrial Design

EAQ SERIES

08 SERIES

MATERIAL OF 
CONSTRUCTION

MAX. OPERATING 
PRESSURE (PSI @250°F) 

MAX. DESIGN 
TEMP

304 STAINLESS STEEL 150 psi (10.3bar) 300°F (150°C)

316 STAINLESS STEEL 150 psi (10.3bar) 300°F (150°C)

SEE SIDE PANEL FOR 
OPTIONS

HOUSING OPTIONS
Finish Options
(-) – Bead Blast (standard)
EP1 – Electro polish Inside/Outside
EP2 – Inside only
EP3 – Outside only
PP – Passivation 

Leg Options
(-) – No Legs (standard)
LT - Tabs
LM – Legs
LA – Heavy Duty Legs

O-Ring Options
(-) – BN – Buna-N (standard)
ED – EPDM
VI – Viton
SI – Silicone
TEV – Teflon encapsulated Viton

Filter Configuration
(-) – E1 – Double Open End (standard)
E2 – DOE w/ Gaskets
E3 – DOE w/ Extended Core
E4 – Single Open End w/ 222
E5 – 222/Fin
E8 – 222/Spring
E9 – SOE w/ Spring

Accessories
Direct Reading Gauge
DP Gauge
Safety Relief Valves
Vent Valves
Drain Valves
Air Eliminator

Other Options
Stainless Steel Bolting

LEG TABS AND WELDED STD 
LEGS AVAILABLE

FLANGE ADAPTERS AVAILABLE VENT & DRAIN VALVES 

AVAILABLE

PRODUCT NOMENCLATURE
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Housing Specifications

Inlet/Outlet
1“ to 3”

Inlet/Outlet Connection Types
Flange
Female Coupling
Male Coupling
Ferrules
Grooved Fittings (Victaulic)
BSP (British)

Dirty Drain
1/2"NPT

Clean Drain
1/2"NPT

Vent
1/2”NPT

Gauges
1/2” NPT

Multi-Cartridge Filter Housings
7 and 9 Round
Industrial Design

09 & 10 SERIES
Fil-Trek’s EAQ series are ideal for use in 
industrial and commercial applications where 
flow rates vary between 35 and 180 GPM. Each 
model is available in both stainless steel 304 and 
316 and has a standard design pressure of 
150psi (10 bar) @ 300°F. 

Each model is standard with the following:
•Swing bolt closure
•External bead blast finish
•Buna-N gasket
•2 gauge ports
•Universal bottom cups
•Fully welded construction throughout
•DOE filter cartridge configuration
•Standard legs

EAQ SERIES

REFERENCE CHART LEGEND

A OUTSIDE DIAMETER

B FLOOR TO INLET

C FLOOR TO OUTLET

D FACE TO FACE

E OVERALL HEIGHT

MODEL
SHIPPING
WEIGHT

FLOW
RATE

STANDARD
INLET/OUTLET

A B C D E

9” HOUSINGS

EAQ09-007-1 88 35 2” FNPT 9” 10 9/16” 5 13/16” 13” 24 3/16”

EAQ09-007-2 97 70 2” FNPT 9” 10 9/16” 5 13/16” 13” 34 3/16”

EAQ09-007-3 106 105 2” FNPT 9” 10 9/16” 5 13/16” 13” 44 3/16”

EAQ09-007-4 115 140 2” FNPT 9” 10 9/16” 5 13/16” 13” 54 3/16”

10” HOUSINGS

EAQ10-009-1 88 45 2” FNPT 10” 10 9/16” 5 13/16” 14 1/2” 24 1/8”

EAQ10-009-2 97 90 2” FNPT 10” 10 9/16” 5 13/16” 14 1/2” 34 1/8”

EAQ10-009-3 106 135 2” FNPT 10” 10 9/16” 5 13/16” 14 1/2” 44 1/8”

EAQ10-009-4 115 180 2” FNPT 10” 10 9/16” 5 13/16” 14 1/2” 54 1/8”

mailto:info@fil-trek.com
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S4 EAQ 09 007 4 2P SW - - - -

MATERAL MODEL
HOUSING
DIAMETER

# OF 
FILTERS

FILTER 
LENGTH

CONNECTION TYPE
CLOSURE

STYLE
FINISH LEGS O-RING

FILTER
CONFIG

S4
304

EAQ
AQUALINE

09 007 1 – 10
2P (STD)
2” FNPT

SW
SWING BOLT

S6
316

10 009 2 – 20
1F
1” FLANGED

3 – 30
1T
1” FERRULES

4 – 40
1M
1” MALE NPT

1.5F
1.5” FLANGED

1.5T
1.5” FERRULES

1.5V
1.5” GROOVED FITTINGS

2B
2” BSP NIPPLE

2F
2” FLANGED

2T
2” FERRULES

2V
2” GROOVED FITTINGS

2.5T
2.5” FERRULES

3F
3” FLANGED

3T
3” FERRULES

3V
3” GROOVED FITTINGS

PRODUCT NOMENCLATURE

HEAVY DUTY WELDED LEGS 
AVAILABLE

FLANGE ADAPTERS AVAILABLE VENT & DRAIN VALVES 
AVAILABLE

FIL-TREK CORPORATION

ONTARIO ALBERTA
70 Fleming Drive 7476 49th Avenue

Cambridge, ON Red Deer. AB
N1T 2B1 T4P 1M2

PH: (519) 623-7448 PH: (403) 346-6476
FX: (519) 623-8807 FX: (403) 346-5152

EMAIL: info@fil-trek.com
WEBSITE: www.fil-trek.com

Multi-Cartridge Filter Housings
7 and 9 Round

Industrial Design

EAQ SERIES

09 & 10 SERIES

SEE SIDE PANEL FOR OPTIONS

SWING BOLT HOUSINGS OFFER 
AN ADJUSTABLE TOP PLATE TO 
FIT BOTH DOE AND SOE FILTER 

CARTRIDGES

HOUSING OPTIONS
Finish Options
(-) – Bead Blast (standard)
EP1 – Electro polish Inside/Outside
EP2 – Inside only
EP3 – Outside only
PP – Passivation 

Leg Options
(-) – Legs (standard)
LA – Heavy Duty Legs

O-Ring Options
(-) – BN – Buna-N (standard)
ED – EPDM
VI – Viton
SI – Silicone
TEV – Teflon encapsulated Viton

Filter Configuration
(-) – E1 – Double Open End (standard)
E2 – DOE w/ Gaskets
E3 – DOE w/ Extended Core
E4 – Single Open End w/ 222
E5 – 222/Fin
E8 – 222/Spring
E9 – SOE w/ Spring

Accessories
Direct Reading Gauge
DP Gauge
Safety Relief Valves
Vent Valves
Drain Valves
Air Eliminator

Other Options
Stainless Steel Bolting

MATERIAL OF 
CONSTRUCTION

MAX. OPERATING 
PRESSURE (PSI @250°F) 

MAX. DESIGN 
TEMP

304 STAINLESS STEEL 150 psi (10.3bar) 300°F (150°C)

316 STAINLESS STEEL 150 psi (10.3bar) 300°F (150°C)
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EAQ SERIES

ACCESSORIES
Fil-Trek can complete any EAQ housing with any accessories you may need. From replacing internal 
spare parts to outfitting your housing with Fil-Trek cartridge filters, we can help you with keeping 
your housing running efficiently with all the right parts. 

AIR ELMINATOR
An air eliminator is used 
to remove trapped air 
when filling a vessel. 
When the vessel is at 
maximum liquid 
capacity the air 
eliminator closes 
automatically.

BALL VALVES
Ball valves are used to 
control the flow of the 
liquid through the 
housing.  They can be 
used as drain valves, 
vent valves, block-off 
valves, change the 
direction of the liquid to 
another housing etc.

STANDARD GAUGES

Standard pressure 
gauges are used to 
determine the  force of 
pressure inside a filter 
housing. They are used 
to help operators 
understand when 
maintenance may be 
required to keep the 
vessel running properly.

DIFFERENTIAL PRESSURE 
GAUGES

Differential pressure 
gauges are used to 
indicate the difference 
between two input 
connections. 
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