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SUITABLE USES

MEDIA Accepts 1 single (P1) or double length (P2) bag filter

CONFIGURATION Side in/bottom out

DESIGN PRESSURE 
/TEMPERATURE

150psig (10.3bar) @ 400ºF (204.4C)

AVAILABLE 
MATERIALS

Stainless Steel 304 or 316

ADDITIONAL 
FEATURES

Swing bolt closure allows for quick bag change out

Custom sizes, configurations, materials  
of construction and other options may  

be available. Please contact Fil-Trek

FIL-TREK CORPORATION
55 Stafford Court
Cambridge, ON  N1T 1B3

P  (519) 623-7448
F  (519) 623-8807

•	 Side Line, Single Bag Filter Housing
•	 Industrial Design
•	 SS304 and SS316

Single Bag Filter Housings
ESL SERIES

Economic, multi-purpose, single
bag filter housings

For drawings, flow charts, custom applications 
and filter cartridge information please visit  

www.fil-trek.com. 
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Single Bag Filter Housings

•	 Side Line Bag Filter Housing
•	 Industrial DesignESL SERIES

HOUSING SPECIFICATIONS
Inlet/Outlet 2" FNPT (3000#)

Inlet/Outlet 
Connection Types

Flange adapters available

Clean Drain 1/2" NPT

Vent 1/2" NPT

Gauges 1/2" NPT

Basket 1/8" on 3/16" perforated plate

Flow rates are based on water at 2psid through empty housing with basket. Actual flow rate 
is dependant on fluid viscosity, micron rating, and media type. For actual flow rates based on 
your process, please contact Fil-Trek Corporation. 
Dimensions above are based on standard configuration ‘CD’, side in-bottom out. Contact 
factory for weights and dimensions for all other model configurations

DIMENSIONS AND FLOW RATE

MODEL
WEIGHT 

(lbs)
FLOW RATE 

(GPM) A B C D

ESL111-2P 70 110 245/16” 12” 8” 483/4”

ESL111-2F 70 110 245/16” 12” 8” 483/4”

ESL112-2P 85 110 367/8” 12” 8” 563/4”

ESL112-2F 85 110 367/8” 12” 8” 563/4”

CONFIGURATION OPTIONS

CHART LEGEND

A	 INLET TO OUTLET BOTTOM

B	 INLET TO OUTLET SAME SIDE

C	 BODY OUTSIDE DIAMETER

D	 OVERALL HEIGHT

Style CD
Side in/Bottom Out

A

B

C
D

FLOW CHART
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Single Bag Filter Housings

•	 Side Line Bag Filter Housing
•	 Industrial DesignESL SERIES

Configuration 
Options

CD – Side in/Bottom out*

Basket 
Options

(-) – 1/8” on 3/16” perforated basket*

Finish 
Options

(-) – �Bead Blast (std for SS304/SS316) *

O-Ring 
Options

(-) – Buna-N*
ED – EPDM
VI – Viton
SI – Silicone

Accessories Direct Reading Gauge
DP Gauge
Safety Relief Valves
Vent Valves
Drain Valves
Air Eliminator
Omega Springs
Balloon/Liquid Displacer
Bag Magnets

HOUSING OPTIONS
*Indicates standard configuration

PRODUCT NOMENCLATURE

S4 ESL 1 12 2P SW -
MATERIAL MODEL # OF BASKETS BASKET LENGTH CONNECTION TYPE CLOSURE STYLE OPTIONS

S4 – SS304
S6 – SS316

ESL - Non-Code 1 11 - Size 1
12 - Size 2

2P - 2” NPT
2F - 2” Flange adapter

SW - Swing Bolt See "Housing Options" for 
options

SPARE PARTS
Closure O-Ring (1) Buna-N, 009001-00014

EPDM, 009002-00736
Viton, 009003-00030
*Contact for other materials

Basket O-Ring (1) Buna-N, 009001-00076
EPDM, 009002-00002
Viton, 009003-00018

Perf Basket (1) SS304, 007008-00011
SS316, 007008-00010

Swing Bolt Assembly (3) CSYZP, 016006-00105 & 
030001-00200

MATERIAL OF CONSTRUCTION
MATERIAL OF 

CONSTRUCTION
MAX. OPERATING  

PRESSURE  (PSI @250°F) 
MAX. DESIGN 

TEMP.

304 Stainless Steel 150 psi (10.3bar) 400°F (204.4°C)

316 Stainless Steel 150 psi (10.3bar) 400°F (204.4°C)

Spare parts item numbers may be subject to changes. Please contact Fil-Trek for a 
quote to confirm part number and pricing.
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