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ETL SERIES 

Top Line Single Bag Housing 
•Top line single basket industrial design housings. 

•Accepts single & double length baskets. 

•Housings rated for150psig (10.3bar) @ 250ºF(121.1ºC). 

•Vessels available in carbon or stainless steel 304 or 316. 

•Swing bolt closure allows for quick bag change out. 

•Outlet flange and coupling connections available. 
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MODEL BAG SIZE 
FLOW RATE 

(GPM)  

ETL111-2P 1 110 

ETL111-2F 1 110 

ETL111-3P 1 240 

ETL111-3F 1 240 

ETL112-2P 2 110 

ETL112-2F 2 110 

ETL112-3P 2 240 

ETL112-3F 2 240 
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*For more options contact factory.  
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MECHANICAL SPECIFICATIONS 

MATERIAL OF CONSTRUCTION MAX. OPERATING PRESSURE (PSI @250°F)  MAX. DESIGN TEMP 

CARBON STEEL 150 psi (10.3bar) 500°F (260°C) 

CARBON STEEL 300psi (20.7bar) 500°F (260°C) 

304 STAINLESS STEEL 150 psi (10.3bar) 300°F (150°C) 

304 STAINLESS STEEL 300psi (20.7bar) 300°F (150°C) 

316 STAINLESS STEEL 150 psi (10.3bar) 400°F (204°C) 

316 STAINLESS STEEL 300psi (20.7bar) 400°F (204°C) 

Housing Specifications: 
 
Inlet/Outlet 
2“ – 3” Flange /Coupling 
 
Clean Drain 
3/4” NPT 
 
Vent 
1/4” NPT 
 
Gauges 
1/4” NPT 
 
Basket 
1/8” on 3/16” perforated plate 
*Other basket options available. 
 
 

All dimensions given within this datasheet 
are for our standard (configuration C) ETL 
housing. For dimensions, weights or other 
specifications needed not referring to our 
standard, please contact Fil-Trek 
Corporation. 
 

Bolt – On Legs 

Inlet 

Outlet 

Closure 
Assembly 

Flow rates are based on water at 2psid through empty housing with basket.  Actual flow rate is dependant on fluid viscosity, micron rating, and 
media type. For actual flow rates based on your process, please contact Fil-Trek Corporation. 
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MODEL WEIGHT (lbs) 
INLET TO OUTLET 

A 
CENTRE TO FACE 

B 
O/A LENGTH 

C 

ETL111-2P 175 16 5/16” 11 5/16” 36 5/16” 

ETL111-2F 180 16 5/16” 12 1/8” 36 5/16” 

ETL111-3P 180 16 5/16” 12 5/16” 36 5/16” 

ETL111-3F 185 16 5/16” 13 1/8” 36 5/16” 

ETL112-2P 195 30 5/16” 11 5/16” 45 5/16” 

ETL112-2F 200 30 5/16” 12 1/8” 45 5/16” 

ETL112-3P 200 30 5/16” 12 5/16” 45 5/16” 

ETL112-3F 205 30 5/16” 13 1/8” 45 5/16” 

Nozzle Configuration 
A – Side In/Side Out 
B – Inline 
C – Side In/Bottom Out 
D – Side In/Side Out – Same Side 
 
Gasket Options 
BN – Buna N 
ED – EPDM 
SI – Silicone 
VI – Viton 
TV – Teflon Encapsulated Viton 
TF- Teflon 
 
Accessories 
Omega Springs 
Mesh Lined Baskets 
Bag Retainers 
Liquid Displacers 
Basket Magnets 
DP Gauges 
Pressure Gauges  
Safety Relief Valves 
Vent Valves 
Drain Valves 
Air Eliminator 
 

Other Options 
Stainless Steel bolting 
Passivation 
Electropolished, Inside/Out 
Skid Mounting 
Duplexing 
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ORDERING INFORMATION 

CONFIGURATION OPTIONS 

FIL-TREK PRODUCT NOMENCLATURE 

S4 ETL 1 12 2 F A 

MATERIAL: MODEL: 
# OF 

BASKETS: 
BASKET 
LENGTH: 

INLET/OUTLET 
SIZE 

INLET/OUTLET 
STYLE: 

CONFIGURATION: 

BLANK - CS ETL 1 11 – P1 2 - 2"  F - FLANGE A – SIDE IN/SIDE OUT 

S4 - SS304     12 – P2 3 – 3” P - COUPLING B – INLINE 

S6 - SS316 C – SIDE IN/BOTTOM OUT 

          D – SIDE IN/SIDE OUT – SAME SIDE 

  

NOTE: Above dimensions are for Style C. For other options or dimensions for other configurations, please contact Fil-Trek Corporation. 

ETL STANDARD 
DESIGN 

Side In /Side Out  
Same Side 

Side In/Side Out Inline Side In/Bottom Out 

B B B B 

A B C D 
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FLOW CHART 
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